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HIGH CONTRAST HIGH REFRESH RATE LIGHT WEIGHT ENERGY EFFICIENTFAST ASSEMBLY

The VuePix Infiled QE series panels feature a lightweight die cast aluminium frame and high brightness LEDs, 

delivering great visual performance in any light condition. 

The easy to use reliable locking system ensures quick seamless installations. The clip on front mask protects 

the panels from damage during transport and handling. The separate control panel at the back (rental panels), 

containing the power supply and receiver card, can be easily replaced, reducing the servicing time. Flash 

Memory card can be added to each LED module for on-board storage of calibration data.

The QE series offers an effective solution for both indoor and outdoor fixed installations and rental 

applications.

Designed specifically for quick and easy 
fixed installations and rental solutions



 QE series masks are easy to replace in case  

 of damage due to transport and handling.  

 Simply pop out the damaged mask and click 

 a new mask in. No tools or screws needed.

 The QE series has a lightweight die cast

 aluminum frame that is precisely machined

 with tolerances up to 0.05 mm to ensure

 seamless screens every time.

DIE CAST ALUMINIUM FRAME
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PROTECTIVE MASKS



FIXED INSTALL SERIES /
CUSTOMISABLE MOUNTING FRAME

 The QE mounting frame can be modified to suit

 almost any sized custom screen. It allows for

 trouble free mounting and installation of modules. 

1000mm 79.2mm
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FIXED INSTALL PANEL DIAGRAM

 The QE Fixed Install 

 Series has all the 

 benefits that of the  

 QE Series, in a package 

 designed specifically for 

 fixed installations.  

 Front and rear servicing

 ensures hassle free 

 maintenance.



RENTAL SERIES /
VERTICAL LOCKING SYSTEM

 In-built vertical locking system removes the

 need for tools when vertically hanging the 

 screen. Seamless image performance can 

 be easily achieved with the tightness adjuster.  

RENTAL SERIES /
SEPERATE CONTROL UNIT

The QE series rental panels feature 

vertical locking system to assist with 

quick and easy set up. The separate 

control panel at the back (rental 

panels), containing the power supply 

and receiver card, can be easily 

replaced, reducing the servicing time.
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QE2 QE3

Pixel Pitch 2.6 mm 3.91 mm

Product Application Indoor / Rental Indoor / Rental

LED Arrangement 3 IN 1 SMD 3 IN 1 SMD

Brightness Level 1,200 nits 1,200 nits

Refresh Rate ≤3,840 Hz ≤3,840 Hz 

Viewing Angle 160° / 160° 160° / 160°

Physical Density 147,456 pixels /m² 65,536 pixels /m²

Module Dimension 500 x 125 mm 500 x 125 mm

Cabinet Resolution 192 x 192 pixels 128 x 128 pixels

Cabinet Width 500 mm 500 mm

Cabinet Height 500 mm 500 mm

Cabinet Depth 81 mm 81 mm

Cabinet Weight 7.5 kg 7.5 kg

Max Power Consumption 720 W /m² 720 W /m²

Ave Power Consumption 240 W /m² 240 W /m²

Voltage Range AC90-260V 50-60Hz AC90-260V 50-60Hz

Operating Temperature −10°C ~ +45°C −10°C ~ +45°C

Half Life 100,000 hrs 100,000 hrs

Protection Rating IP30 IP30

Verification
SGS, CE, EMC, LVD, 

FCC, ETL, RoHS
SGS, CE, EMC, LVD, 

FCC, ETL, RoHS

SPECIFICATIONS
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VuePix® Infiled is continuously developing and improving all its products. We reserve the right to change specifications without prior notification. Images are representing but not necessarily 
a precise product reference. VuePix® Infiled shall be under no liability for any loss, damage or injury for direct or indirect dependence on the information contained in this catalogue. August 2019.

CONTACT US
Contact our VuePix Infiled experts  
for further product information

EMAIL INFO@VUEPIX.TV
WEB WWW.VUEPIX.TV


